THE TOP QUALITY/HIGH PI IMANCE VISUAL PRESENTER : EV-500AF

A new addition to the family of Elmo Visual Presenters,
the EV-500AF is the most sophisticated video capture system with unsurpassed features
for operator’s convenience and clear image video of any material from 3-D objects to transparencies.

The EV-500AF’s approx. 410,000 pixels CCD pick-up assures vivid presentation with a sharp image.
The advanced autofocus technology and 10X zooming make the EV-500AF easiest-to-operate.

The front panel touch controls and the rotating camera head are convenient state-of-the-art features
desinged with the user in mind.

The auxiliary lighting unit is standard

and the baselight is also built-in for presentation of slides,

OHP film and other transparent material. Also nega/posi conversion is possible.

In addition, the EV-500AF incorporates Auto white balance,
Color/B&W selection, Iris control,

RGB output, S-video output, AC outlet, etc.

Detailed specifications on the EV-500AF on reverse side.

EV-500AF
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As a technological innovator since 1921




SPECIFICATIONS

Power source

AC 120V 80Hz

Profile

Power consumption

35W

: : AC outlet Max. 400W (3.2A), unswitched
OPTICS Lens F1.8~2.3 f=8—-80mm
Shooting area 345 % 255mm max.
Zooming Powered
Focusing Auto/manual
; Iris Auto/manual
LIGHTING Upper lighting unit Built-in, Fluorescent lamp 6W x 2
Baselight Built-in
VIDEO Television system NTSC compatible
& Image pick-up element 1/2" Interline-transfer CCD
AUDIO Picture element 811(H) = 508(V)

Sync. system

Internal/external sync. (automatic changeover)

Resolution (Horizontal)
(Vertical)

More than 450TV lines (Y signal)
More than 350TV lines

S/N ratio

More than 46dB

Output signal

C-video VBS 1.0Vp-p/750 unbalanced
S-video Y : 0.714Vp-p/ 750 unbalanced
C : 0.286Vp-p/750 unbalanced
/G/B 0.714Vp-p/750 unbalanced
SYNC 2Vp-p/750) unbalanced
(G-ON SYNC. changeable)

Ext. sync. frequency range

Within H: =+ 20ppm, SC: £ 50ppm against NTSC standard

H-phase adjustment

Manual

450 mm (17

SC-phase adjustment

Manual

. 6%0mm (27.

Electronic shutter

/60 sec. or 1/100 sec.

White balance

Full-auto/push-set auto/manual

Nega/posi conversion

Built-in (C-video, S-videa)

Videg-aut Termiral

Color/B&W selection Built-in (C-video, S-video)
Detail compensation Built-in
Input selsction 3 modes (Internal/AV1/AV2)
Input C-video input RCA female/75{) unbalanced x2
eimngs e input Mini Din 4P connector/75¢ unbalanced x2
Ext. sync. input BNC connector/750 unbalanced x1 ,-;‘
Mic. input ®6.3mm jack/6000, -65dB x1 5
Audio input RCA female/10k0, -10dB * 2 (stereo) ~
Output C-video output RCA female/75Q unbalanced x1 ﬂ
terminals BNC connector/75Q unbalanced x1 et
S-video output Mini Din 4P connector/750 unbalanced #1 =
RGB output BNC connector/750Q unbalanced x1 «E_’
Audio output RCA female/10k(2, -10dB 1 (stereo) 3
i Remote terminal Built-in
o ISy 13 B o (17 2o
WEIGHT Weight 8.5 kgs (18.7Ibs)
*Dimensions & weight are approximate. Design and specifications are subject to change without prior notice. o | \
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E/r9 ELMO CO,, LTD.

6-14, Meizen-cho,

E-mail: elmo@gix. or. jp

Additional technical information is available from any of the following subsidiary companies:

Elmo Mfg. Corp.
1478 Old Country Road.
Plainview, NY 11803-5034,
U.S.A.

Tel. 516-501-1400
Fax.516-501-0429

U.S.A.

Web: www.elmo-corp.com

21720 Nordhoff Street,
Chatsworth,
CA 91311-5826,

Tel. 818-346-4500
E-mail: elmo @elmo-corp.com Fax.818-998-4186

Elmo Canada Mfg. Corp.

44 West Drive, Brampton,
Ontario, L6T 3T6,
Canada

Tel. 905-453-7880
Fax.905-453-2391

Mizuho-ku, Nagoya, 467-8567 Japan

E-mail: elmo.canada @cimtegration.com

Elmo (Europe) G.m.b.H.
Karl-Rudolf-Str. 178,

40215 Diisseldorf,

Germany

Tel. 0211-376051-53
Fax.0211-376630

E-mail: elmoeurope@ AOL. com
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