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CCD COLOR REMOTE-HEAD CAMERAS

QN42H+* MN42H+*CN42H & CC421E

Actual size Y
with optional lenses

New ELMO Color remote-head camera systems are available
in three types camera heads of

* 47mm super-micro QN42H,

* 417mm lipstick-size micro MN42H,

» Standard C-mount compact CN42H

and a camera control unit CC421E which may be used

with any of the camera heads shown above.

With features like high-resolution CCD chips (410,000 pixels) in the camera heads and
DSP circuitry with on-screen display in the CC421E controller, the new ELMO remote-head camera
system offers superior performance, high quality and unlimited applications.
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_410,000pixels CCD Color Camera Heads

« The thinnest camera available in the market. Only 7mm diam.

+ 410,000 pixels Color 1/4” CCD for more than 470 TV (H) lines of resolution.
(Code #9657) « 3.5m camera cable ($2.8mm) attached.

« A variety of optional lenses available.
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* The best cost-performance miniature camera with 17mm diam.
+ 410,000 pixels Color 1/2" CCD for more than 470 TV (H) lines of resolution.

(Code #9655) 5 Ix low-light sensitivity
« Optional camera cables available in lengths up to 30m

« A variety of optional lenses available. »
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» Can be used with most C-mount lenses
» 410,000 pixels Color 1/2" CCD for more than 470 TV (H) lines of resolution.

(Code #9656) * 3 Ix low-light sensitivity
G wrm » Optional camera cables available in lengths up to 30m
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Model ~~  |ON42H MN42H | CN42H
| 1/4 inch IT-CCD 1/2 inch IT-CCD
B, | Horizontal: 768 pixels, Vertical: 494 pixels
g | Horizontal: 3.65 mm, Vertical: 2.74 mm 1 Horizontal: 6.54 mm, Vertical: 4.89 mm
| Horizontal: More than 470 lines, Vertical: More than 350 lines
| 20 Ix (F2.5, 3000K) 51Ix (F1.6, 3000K) 3 Ix (F1.2, 3000K)
Special mount C-mount
3.5m 2m~30m (optional)
2.4 0z (68g) including cable 0.6 0z (18g) [2.8 0z (78g)

Design and specifications are subject to change without notice.



& DSP Camera Control Unit

cc421 E * Accepts QN42H/MN42H/CN42H camera heads without requiring readjustment
« Digital Signal Processing (DSP) circuit

(Code #9658) « Convenient On-Screen Display
» Selectable measurement area for white balance, AGC and auto electronic shutter settings
« Screen File function to store two menu settings and to recall the specific mode immediately
+ AES (Automatic Electronic Shutter) plus manual shutter-speed settings
» Composite and S-Video outputs plus Genlock

SPECIFICATIONS (cca21E with Mn42H)
Powel DC12V = 0.5V

310 mA T POWER switch
1/2 inch IT-CCD @ POWER indicator

. = s - 3 CAMERA terminal
Horizontal: 768 pixels, Vertical: 494 pixels @ wcr;ge balance adjust control
Horizontal: 6.54 mm, Vertical: 4.89 mm (1/2 inch type) | ® WB owitch
2:1 interlace ®DOWN button
Horizontal: 15.734 kHz, Vertical: 59.94 Hz ®FUNG button

Internal/External (automatic switching)
Horizontal: More than 470 lines, Vertical: More than 350 lines ear pane
@EXT SYNC terminal

' I @DC IN 12V terminal
g 5 Ix (F1 -6, BGDDK) @ REMOTE terminal
4 S-VIDEO terminal
46 dB or more 5 VIDEO terminal
® IRIS terminal

VBS 1.0 V(p-p), (BNC terminal) NTSC system | ®FUNC LOCK switch
Y/C separation output (S terminal)
75Q unbalanced

VBS 1.0 V(p-p) (BNG terminal) NTSC 75 unbalanced Profile
Subcarrier phase, H phase —
Automatic/set/manual I
SENS UP (+6 dB)/ON/OFF el i
Automatic, 1/60s, 1/100s, 1/250s, 1/500s, 1/1000s, _) z
| 1/2000s, 1/4000s, 1/10000s, synchronized scan 114
T oS3 |
| 4°F to 104°F (-10°C to +ffl}°C)fLess than 90% ) = @ ﬁ
= 4-M3pitch 0.5 Threaded hole_—
‘ 70 m/s*(10 to 200 Hz)/700 m/s? o
| Control unit:  0.86 Ibs (390_9_1— ; ‘ }
|| Control unit: ~ W:3.35", H: 1.57", D:6.14" Slwvo) ® [
5 (W: 85 mm, H: 40mm, D: 156mm) = - Tt
Specifications with micro camera head (MN42H) connected. (;nm)
Design and specifications are subject to change without notice.



0 PTI 0 N A L L E N S ES Isr;l)i?:‘i)f?gg[?onrt\scg;acliodgiﬁwzirfs?ovﬁsili?lEe!;’?or ?n?t:a:iciecdamera lenses.

For QN42H
9821 QT282AS 2.2mm 2.8
9812 QT254 4mm 2.5
9813 QT288 8mm 2.8
9831 QT3515 15mm 3.5

Macro lens for machine vision

9831-1

QT3515K x0.30~

OPTIONAL CAMERA CABLES

For MN42H/CN42H

* QN42H is supplied with 3.5m permanently
attached cable

15mm

9833 EMC-02H 2m
9833-1 EMC-03H 3m
9833-2 | EMC-05H 5m
9833-3 | EMC-12H 12m
9833-4 | EMC-20H 20m
9833-5 | EMC-30H 30m

6-14, Meizen-cho, Mizuho-ku,

For MN42H
8771 1183 3mm 1.8
9264 T204D 4mm 2.0
9250 T1675F 7.5mm 1.6
9265 T2015D 15mm 2.0
9266 T3124 24mm 3l
9819 T4536 36mm 4.5
9267 T287P Pinhole 7mm 2.8

Macro lenses for machine vision

8797 T3425M 25mm x0.38~x0.49
8797-1 T3425MB 25mm x0.33~x0.67
8797-2 | T3425MC 25mm x0.66~x1.00
9271-2 T416M 16mm x1.41~x1.57

9271 T416MA 16mm x1.60~x2.50
9271-1 T416MB 16mm x1.10~x1.60

9832 TMZ409M Zoom | 283mm~57mm | x0.2~x0.8

OTHER OPTIONALS

* S-Video cable

* AC adapter with AC cord

* BNC-BNC cable

* C-mount adapter for MN42H
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