
 

 

 
Multi-Functional Opaque LCD Projectors 

  MP-700E/MP-50E 
 
 
 
 
 
 
 
 
 
The MP-700E combines a standard data projector and a TV camera 
into a single integrated projection package.  This unique configuration 
allows for the projection of five medias-documents/photographs, x-ray 
film, transparencies, data & video-from one compact package. 
 

 
MP-50E FEATURES 
 
• 2-Million-Pixel CCD Camera 
• 3,000 ANSI Lumens 
• Native Resolution (XGA), (UXGA) 
     Compatible 
• OHP and PC: 6.25X zoom 
• Keystone Correction 
• Document Rotation Capability 
• Stores up to 8 documents 
• 760 TV Lines (horizontal 

resolution) 
• Full color (16.77 million colors) 
• 7.3Kg (Approx. 16.1 lbs) 
 
 
 
 
 
 
 
 
 
 
 
 
 

MP-700E FEATURES 
 
• 2-Million-Pixel CCD Camera 
• 4,300 ANSI Lumens 
• Native Resolution (XGA), (UXGA) 
     Compatible 
• OHP and PC: 6.25X zoom 
• Keystone Correction 
• Document Rotation Capability 
• Compact Flash Card Slot 
• 760 TV Lines (horizontal 

resolution) 
• Full color (16.77 million colors) 
• 8.5Kg (Approx. 18.9 lbs) 
 



 

 

Specifications 
 

 
Model   MP-700E    MP-50E 
 
Panel Type  1.3-inch TFT LCD x 3 pieces   1.0-inch TFT LCD x 3 pieces 
            Aspect ratio 4:3              Aspect ratio 4:3   
 
Resolution     XGA (1,024 x 768) 
 
PC Compatibility      VGA to UXGA  
 
Projection Lens Manual zoom (1-1.3 times)             Manual zoom (1-1.25 times) 
 
Light Source 300W super-high-pressure            260W super-high-pressure 
   mercury lamp              mercury lamp 
 
Screen Size  Min. 32 inches-Max. 300  Min. 32 inches-Max 300 
   inches (projection distance             inches (projection distance 
   1.4m-13m)    1.4m-13.9m) 
 
Color Reproducibility            Full color (16.77 million colors) 
 
Light Output 4,300 ANSI Lumens              3,000 ANSI Lumens 
 
Sound Output 2W x 2W stereo speakers  1W x 1W stereo speakers 
 
Keystone Correction      Adjustable horizontal ±10°, vertical ±15° 
 
Operational Environment       Temp. 0-35°C, humidity 20-80%  
 
Input Power     100-120 VAC/220-240 VAC 
 
External    390(W) x 380(D) x 190(H)mm                400(W) x 315(D) x 145(H)mm 
Dimensions     excluding projected section       excluding projected section 
 
Power Consumption    450W      390W 
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