ELMO
PTC-200C

Pan-Tilt-Zoom Color Camera
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The Pan/Tilt/Zoom/Auto Focus full-control ceiling-mount type color camera
with the latest electronics & optical technologies.

® 22x optical zoom for bright vivid close-up images

® Full-Auto focus and manual focus capability

®300° panning & 1207 tilt positioning

® Max. 105" /sec. pant/tilt speed

@480 TV lines horizontal-resolution

® /R remote control supplied

® RS-485 daisy chain connection capability for max. 223 PTC-200C's
®6 positions preset mode ... and many other advanced features

®2 alarm inputs with preset tracking



Pan-Tilt-Zoom Color Cameras PTC-200C
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SPECIFICATIONS

TV system NTSC system

Pick-up device 1/47 1T Color CCD
Total picture element 410,000pixels
Sync. System Intemal

Resolution{Horizontal) 480 TV Lines

Resolution(Vertical) 350 TV Lines
S/N ratio 50dB

Minimum illumination 1Ix

Lens 22x powered zoom, f=4.0-88.0mm F1.6-3.8
Angle of view(Horizontal) 47.5°-2.3°
VIDEO OUT RCAx1
Control RS-485
Camera controls

:Backlight compensation ON/OFF

dris selection Auto/Manual

:‘White balance ATW/Push-set/Manual

:Focus Full-auto/manual

:Picture adjustment Color balance,AGC gain,Edge enhancement,

Flicker less mode, etc

Par/Tilt controls

‘PAN(H) +-150° (300° in total, Max speed 105°/s)

TILT(V) -90 to 30°(120°in total, Max speed 105°/s)

:Left and right direction change Provided

: Homing Provided

‘Pan/Tilt reset button Provided

:Speed control Auto & Manual (8 speeds)

:Diagonal movement Via RS-485 control
Other controls

Preset 6positions s - i

:Remote control for multiple cameras | Max 6 {PTC-200C) cameras PROFILE

:Remote control for power ON/OFF Provided - —— -
:Power save mode Provided 11 @.47) All dimensions in mm (inches)
:08D menu Provided {Camera/preset selection) "ﬂ m

:RS-485 daisy chain connction Max 223 (PTC-200C) cameras
Alarm input 2 inputs (Follows presets 1,2) o——d+— f
Alarm output 1 output D 5421 " g g i

Receivable angle from IR Front:+/-90° (H), +/-30° (V) 01 o ¥ e
remote controller Back:+/-30° (H),+/-10° (V) I e 23
Dimensions 124(W)x153(D)x136(H)mm(4.9x6.0x5.4 inches) @ @ | T ™ H | ' ©
Weight 850g(1.9Ibs){without Metal fitting) (=) RS B
Power requirement 12VDC from supplied AC adapter N 111 :
Accessories included IR Remote controller (w/battries), AC adapter, 12 Sj hd E‘r_k 47
RCA-VIDEO connector, Instruction manual Metal fitting for ceiling (0.57 70(2.8" o
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ELMO Mfg. Corp. ELMO (Europe) G.m.b.H.
1478 Old Country Road, Neanderstr 18,

Plainview, NY 11803-5034, U.S.A. 40233 Dusseldorf, Germany

Tel. 516-501-1400 Fax.516-501-0429 Tel. 0211-376051-53 Fax.0211-376630
E-mail:elmo@elmousa.com E-mail:elmoeurope@AQOL.com
Web:http//www.el com Web:http//www.elmo.de

ELMO Canada Mfg. Corp.
44 West Drive, Brampton,

Ontario, L6T 3T6, Canada

Tel. 905-453-7880 Fax.905-453-239%1
E-maitinfo@elmocanada.com
Web:http//www_elmocanada.com

ELMO CO.,LTD.(Head Office and Factory)'s QMS/EMS has been registered to
I1SO 9001 & ISO 14001.
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