e THE ELMO
CRP-221 and CRP-261
PROJECTORS

CRP-221 / CRP-261 Projectors

Warranty Projector: 3 Years Throw Ratio 1.62 - 1.92

Lamp: 90 Days or 500hrs Zoom Ratio 1:1.2

(whichever comes first) Up / Down Ratio 6:1
Brightness CRP-221 2200 Lumens Rear Screen Projection (L / R Reverse) Yes

CRP-261 2600 Lumens Ceiling Mountable (T / B Reverse) Yes
Resolution XGA (1024 x 768) Digital Keystone Correction V +/- 30°(Auto Keystone)
Uniformity 85% Digital Zoom 16x - 1/4x
Panel System 0.55" TFT Poly x 3 Analog Interface D-sub 15 pin, RCA
Number of Pixels 2,359,296 RS-232 Control Carry and / or D-Sub9
Contrast Ratio (Full on / off)  500:1 Speaker Output 1w
Image Size 40" - 300" Audio Output Stereo Mini (Variable)
Aspect Ratio 4.3 PC Monitor Output Yes
Projection Lamp (s) 220W UHP Network Control / Admin Yes
Scanning Frequency H 15 - 100kHz / V 50 - 100Hz Custom Startup Screen Yes
Dot Clock 140MHz Remote Control IR Remote
dB Rating 29dBA (eco mode) Document Camera Power Port 12v DC 1.1A
Voltage 100 - 240V Lamp Life 6000H (eco) / 5000H (normal)
BTU Rating 723(eco) Computer Capability UXGA/WXGA/SXGA/
Power Consumption 212W (eco) XGA/SVGA/VGA/MAC
Weight 5.5 Ibs Color TV System PAL/SECAM/NTSC/
Dimensions (inch) 13.1 x 3.4 x 9.7 inch NTSC4.43/PAL-M/N
Projection Lens (inch) F2.00-2.15/f0.72" - 0.87" Menu Languages 19 Languages
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