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SPECIFICATIONS

PROFILE

Model

EDP-6100/EDP-3600

Optical
LCD panel

Number of pixels
Resolution
Contrast ratio

Light source
Brightness
Projection lens

EDP-6100: 1.3" polysilicon TFT active matrix with micro lens * 3

EDP-3600: 1.3" polysilicon TFT active matrix X3

EDP-6100: 2,359,296 pixels (1,024 x 768 X 3) / EDP-3600: 1,456,848 pixels (804 X604 X 3)
EDP-6100: 1,024 X 768 dots (XGA) / EDP-3600: 800 X 600 dots (SVGA)

250:1

| 150W UHP lamp
| EDP-6100: 1,900 ANSI lumens / EDP-3600: 1,500 ANSI lumens

F1.8-2.15, f48.4-62.9 mm, 1.3x powered zoom & powered focus

General
Computer compatibility

Video compatibility
Audio

Electronic magnification
Step-in-motion

Power source

Power consumption
Operating temperature
Dimensions (W H D)
Mass/weight

EDP-6100: XGA, SVGA & VGA, plus compressed UXGA & SXGA
EDP-3600: SVGA & VGA, plus compressed SXGA & XGA

NTSC, PAL, SECAM & 4.43NTSC

1.5W + 1.5W Stereo amplifier and 2 speakers built-in

Built-in (x2, x4, x8 and screen scroll)

Built-in (Strobe function)

AC100-240V, 50/60Hz

2.7-1.1A (260W)

510 35°C (41 to 95°F)

275x143X382mm (10.8 5.6 X 15.0 in) *protruding parts excluded
6.9 kgs (15.2 Ibs)

Input/output
Input terminals

Qutput terminals

RS-232C control terminal
External power output

RGB x2: mini D-sub 15-pin

Audio for RGB x2: stereo mini jack

Video x1: S-video (priority) & RCA jack

Audio for Video x1: RCA jack (stereo)

RGB x1: mini D-sub 15-pin

Video x1: RCA jack

Audio x1: RCA jack (stereo)

D-sub 9-pin x1

DC12V (max. 1A) for ELMO HD-80XG & DT-70 (Optional)

Supplied accessories

Wireless remote control (with mouse function and laser pointer),
AA-size battery (x 2), Lens cap, DC cable, AC power cord,

VGA cable (2m), Mac/VGA conversion adapter, -

PS/2 conversion cable, Mac conversion cable, IBM/Mac cable,
Remote control photoreceptor unit, Instruction manual

# Design and specifications are subject to change without prior notice.
# Dimensions and mass/weight are approximate.

Distance from the screen vs. the screen size

The screen size depends on the distance between the projection lens and the screen.
Set the distance from the screen to the projection lens at about 1.4-10.8m(4.6'-23.6").

10,8m (35.4)

411.1(16.2")

381.4(15.0")

96(3.87)

)
= All dimensions in mm(in inches)

Optional Tele-Conversion Lens (TC-6)

Magnification : X1.3

Screen size and Height H1,H2

Screensize | 30 inches

60 inches | 100 inches | 150 inches | 200 inches | 300 inches
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7.2m (23.6)

1219X914 12032 X 1524 | 3048 X 2286 | 4064 % 3048 | 6096 X 4572
(48.0x36.0" | (80.0x60.0°) |(120.090.0") |(160.0 X 120.0')/(240.0 X 180.0")

Height Hi(mm) | 234(17.1)

868(34.2") | 1448(57.0") | 2172(85.5") |2896(114.0")4343(171.0")

300"

Maximum
Zooming

H1

=

Screen

Height H2(mm) | 23(0.9"

46(1.8") 76(3.0" 114445 | 152(6.0) | 229(9.0)
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Reference

The screen size can be changed (to about x1.3) by using the optional tele-conversion lens (Type:TC-6)

Screen size

100 inches 15[|im:_hes 200 inches | 250 inches | 300 inches
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Distance | EDP-6100/EDP-3600(min. z00m)| 4.7m (15.4') | 7.0m(23.07 | 9.3m(30.5)[11.7m(38.4) [14.0m(45.9)

from the

screen | When TC-6 is atfached(min. zoom) | 5.9m(19.4) [8.9m(29.2') [11.8m(38.7)|14.8m(48.6')[17. 7Tm(56.1')

Optical axis when the projection is made perpendicular to the screen.
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Additional technical information is available from any of the following subsidiary companies;

ELMO Mfg. Corp.
1478 Old Country Road,

Plainview, NY 11803-5034, U.S.A.

ELMO Canada Mfg. Corp.

44 West Drive, Brampton,Ontario,
L6T 3T6, Canada

Tel. 516-501-1400 Fax. 516-501-0429 Tel. 905-453-7880 Fax. 905-453-2391

E-mail: elmo @ elmo-corp.com
Web: http://www.elmo-corp.com

21720 Nordhoff Street, Chatsworth,

CA 91311-5826, U.S.A.

E-mail: elmo.canada@cimtegration.com
Web: http://www.elmocanada.com

ELMO (Europe) G.m.b.H.

Neanderstr. 18, 40233 Dusseldorf,Germany

Tel. 818-346-4500 Fax. 818-998-4186 Tel. 0211-376051 Fax. 0211-376630

E-mail: elmoeurope@AOL.com
Web: http://www.elmo.de/
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