EL.NIDR

OVERHEAD PROJECTOR

HP-2850 SOLAR

The Latest in High Performance
Portable Overhead Technology... Y@

PORTABILITY AND HIGH LIGHT Ol!TPUT FOR THE
MOST EFFECTIVE LCD PRESENTATIONS

* True portability in a “Slim Line” unit

* Easy set-up and fold-down

* 400W Metal Halide lamp, reproducing superb brightness over 5000 screen lumen
¢ Ideal for “Active Matrix” color LCD panels

- * High resolution 3-element vari-focal lens

* High/Normal brightness selection

* Whisper-quiet cooling fan

* 11.2" (285mm) square business size aperture

* Limited 2-year warranty on parts and labor
* UL/CUL listed

as a technological innovator since 1921



ELMO OVERHEAD PROJECTOR HP-2850 SOLAR

Unique compact design makes transPOrting and set—up easy.

SPECIFICATIONS

AC single phase 50/60Hz

285 x 285mm (11.2 x 11.2in)
289-330mm (11.4—13.0in)

3-element (variable focal type)

x3.5 to x10.5

1.26 to 3.74m (4.1 to 12.3ft)

1.00 to 3.00m (3.3 to 9.8f1)
Transparency, writing roll & LCD panel

MAIN FEATURES

* 400W Metal Halide lamp produces superb brightness and
clarity. It is economical that average lamp service life is 500

* Power source :
 Aperture size :

hours. * Projection lens :

* Fasy to replace the

projection lamp * Magnification :

* Projection distance :
* Image size :

* Projected material :

» Writing roll attachment : Optional accessory

* Easy to set up * Projection lamp : 400W Metal Halide lamp
L] : : * Light output : Over 5,000 lumens
(1) Place the PEOJCCtOE with * High/Low lamp switch :  Provided
the bOdY side down. » Tilting angle adjustment : Up to 200
* Forced air cooling : Built-in

* Safety interlock switch :  Built-in safety interlock switch cuts off
power when stage frame is opened

* Safety thermal cut-off switch : Buile-in safety thermal cut-off swicch auromarically
cuts off power to lamp if projector overheats
Provided

129x523x384mm (5.1x20.6x15.1in)
705x523x384mm (27.8x20.6x15.1in)

10.5kgs (23.21bs)

Dimensions & weight are approximate.
Design and specifications are subject to change without prior notice.

PROFILE Gn mm)

(2) Raise the projection lens

head.

* Pen tray :

e Dimensions Folded :
Assembled :

e Weight :

(3) Rotate the column and
head.

(4) Raise the head mirror

120~

384

* True portability
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