EL.INVILE
oVERHEAD PROJECTOR HP-400HZ

@x1.5 Power Zoo
@Precise Focus
@®Unique Optics Design
@LEasy Set Up

@®Quick Lamp Changer
@Hi-Normal Lamp Switch

@' Whisper-Quiet" Cooling Fan
@Tough Aluminum Die Casting Structure E[MO
@I oldable Lens-Head and Column for Compact Storage the technological innovator since 1921




Projection distance and image size

SETTING UP

Normal Position Maximum Zoom Position
o NGe | Image size(m) Magnification Image size(m) Magnification
1.76 1.20 x4.2 1.68 X5.9
2.09 1.43 x5.0 1.91 X7.0
2.50 1.71 x6.0 2.32 x8.4
2.92 2.00 X7.0 2,73 x9.8
3.33 2.8 x8.0 3.14 |
3.74 2.57 x9.0 3.56 x12.6
415 2.85 x10.0 397 x14.0
4.40 3.02 x10.6 4,22 x14.9

Specifications

Power Source

AC single phase 50/60Hz

Power Consumption

500W

Light Condensing System

Direct illumination system

Projection Lamp

36V 400W Halogen lamp (ANSI Code:EVD)

Projection Lens

f=248 ~368mm, x1.5 Powered Zoom (8-element lens)

Normal Position x4.2—~x10.6

Magnification - —-

Maximum Zoom Position x6~x15
Tilting Angle Adjustable up to 20"
Aperture Size 285 285mm (11.2x11.2in.)

Projected Materials

Transparency and roll/Writing Roll Attachment (Option)

High/Normal Lamp Switch Built-in
Quick Lamp Change Device Built-in
Cooling Forced-air cooling by motor fan
Safety Thermal Cut-off Switch Built-in

Safety Switch Cut off power when stage cover is opened and while lens head is stored in the body.
Dimensions Folded 250 % 368 X 450mm (9.8 x14.5 X 17.7in.)

Assembled 650 X 368 X 450mm (25.6 x14.5x17.7in.)
Weight 12kg (26.5lbs)

* Dimensions and weight are approximate.
* Design and specifications are subject to change without prior notice.

PROFILE

MAX 673

Al dimensions in mm

Distributed by

E{r0 ELMO CO., LTD.

6-14, Meizen-cho, Mizuho-ku,
Nagoya, 467-8567 Japan
E-mail.elmo@gix.or.jp

Additional technical information is available from any of the following subsidiary companies;

ELMO Mfg. Corp.

1478 Old Country Road,
Plainview, NY 11803-5034, U.S.A. CA9

Tel. 516-501-1400 Fax. 516-501-0429  Tel, 818-346-4500 Fax. 818-998-4186

E-mail:elmo @elmo-corp.com
Web:http:/iwww.elmo-corp.com

21720 Nordhoff Street, Chatsworth,

1311-5826, U.S.A

ELMO Canada Mfg. Corp.

44 west Drive, Brampton,

Ontario, L6T 3T6, Canada

Tel. 905-453-7880 Fax. 905-453-2391
E-mail:elmo.canada @cimtegration.com

ELMO (Europe) G.m.b.H.

Neanderstr 18,

40233 Dusseldorf, Germany

Tel. 0211-376051-53 Fax. 0211-376630
E-mail:elmoeurope @AQL.com
Web:http://www.elmo.de/
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