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The Elmo Overhead Projectors
HP-13550H,HP-1.3550H DX,

HP-L2900H and HP-1L.2900H DX

Three lamp choices for all typesiof applications.

Economical extended lamp life with ENX-5 lamp (as supplied).
Optional replacements: FEXL lamp for 4,000 screen lumens

or ENX lamp for 3,300 screen lumens.

® High/Normal lamp brightness control switch

@ 10X 10in.(254 X 254mm) aperture

® Large,convenient On/Off switch

@ Rack and pinion focusing

@ Spare lamp storage provided

® Quick lamp change device provided in
Deluxe models

@® Efficient open head design

@ Stage interlock switch

@ Safety thermal protection

@ Easy access front power cord storage

@ Convenient pen tray

@ Writing roll attachment (optional)easily
mounted in either direction

® UL/cUL approved

.[?} Visualizing technology since 1921
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SPECIFICATIONS

Model HP-L3550H \ HP-L3550H DX \ HP-L2900H | HP-L2900H DX
Power source AC 120V 60Hz
Power consumption Max 440W

Aperture size

254 x 254mm (10.0X<10.0in.)

Projection lens

355mm (14.0in.) ' 290mm (11.4in.)

Rack & pinion focusing

Magnification

Projection distance

x4.0 ~ x 11.8
1.7 = 4.5m (5.6= 14.8f_’[)

1.5 ~ 3.2m (4.9 ~ 10.5ft)

Image size

Light output

1.0 ~ 3.0m (3.3 ~ 9.8ft)

2,900 lumens w/ENX-5 as supplied
4,000 lumens w/FXL or 3,300 lumens w/ENX

1.14~ 2.51m (3.7 ~ 8.2ft)

Projected material

Writing roll attachment

Transparency and roll

Attachable(option)

Projection lamp

High/Normal lamp switch

ANSI ENX-5 86V-360W as supplied
Optionally, ENX 82V-360W or FXL 82V-410W can be used.

Built-in

Quick lamp change device

— | Built-in -

| Built-in

Tilting angle adjustment

Up to 30

Forced-air cooling

Forced-air cooling by moto?fan

Safety interlock switch

Built-in safety interlock switch cuts off power when stage frame is opened.

Safety thermal cut-off switch

Dimensions Folded

Assembled

| 330(W) 430 (D) 795 (H) m(13.0x16.9x31.3in.

Built-in safety thermal cut-off switch automatically cuts off power to
lamp if projector overheats.

330 (W) =430(D) =215 (H) mm (13.0x16.9x8.5in.)
330 (W) x430(D) 710 (H) mm(13.0:16.9+28.0in.)

Weight

5.7kgs(12.6 Ibs) ‘ 5.9kgs(13.0 Ibs) | 5.7kgs(12.6 Ibs) ‘ 5.9kgs(13.0 Ibs)

NOTE: Specifications are subject to change without prior notice.
Dimensions and weight are approximate.
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EfMO ELMO CO.,LTD.

ELMO Mfg. Corp.

1478 Old Country Road,

Plainview, NY 11803-5034, U.S.A.
Tel. 516-501-1400 Fax. 516-501-0429
E-mail:elmo@elmo-corp.com
Web:http://www.elmo-corp.com

21720 Nordhoff Streer,

Chatsworth,

CA 91311-5826, U.S.A.

Tel. 818-346-4500 Fax.818-998-4186

6-14, Meizen-cho, Mizuho-ku, Nagoya, 467-8567 Japan
E-mail: elmo@gix.or.jp

Distributed by

ELMO Canada Mfg.Corp.

44 West Drive, Brampton,

Ontario, L6T 3T6, Canada
Tel.905-453-7880 Fax.905-453-2391

E-mail:elmo.canada@cimregration.com

ELMO (Europe)G.m.b.H.

Neanderstr 18,

40233 Diisseldorf, Germany

Tel. 0211-376051-53 Fax. 0211-376630
E-mail:elmocurope@AOL.com
Web:htep://www.elmo.de/
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