EL.NMIB

BLACK & WHITE VIDEO MONITORS

MODEL 902E (9") MODEL 1202E (12")

Solid state high reliability 9" and 12" monochrome video monitors

Over 1000 TV line (H) of resolution assures a clear fine detailed picture
Built-in carrying grip

Rack mountable

Front Panel: Power switch with LED, H-Hold, V-Hold, Contrast, Bright

Rear panel: Video input/output terminals, Hi/Lo termination switch,
Sub-bright/Focus/V-size/V-Linear, 5ft power cord



MODEL 902E & 1202E

BLACK & WHITE VIDEO MONITORS

Picture tube

902E

9" Measured Diagonally

TECHNICAL SPECIFICATIONS

1202E

12" Measured Diagonally

90° Deflection Angle 90 Deflection Angle
Resolution Center: 1000 TV (H) Lines
Corner: 800 TV (H) Lines Same
Power source 120VAC 60 Hz Same
Power consumption 25W 30w
Scanning system EIA Standard Same
Input signal Composite Video
0.5-2.0 Vp-p Sync Negative Same
Input impedance 750hm/High Switchable Same
Output signal Composite Video
0.5-2.0Vp-p Sync Negative Same
Output impedance Over 10Kohm Same
Operating temperature 14° to 131°F
(-10° to 55°C) Same
Operating humidity 30 - 80% Same
Dimensions 9.9 (W) x 9.3 (H) x 12.2 (W) x 9.9 (H) x
8.9(D)IN 9.3 (D) IN
Weight 12.5 LBS (5.7K) 19.5 LBS (8.8KG)

NOTE: Dimensions and weight are approximate. Design and specifications are subject to change without prior notice.
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