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TRS-3500SX

HIGH RESOLUTION SLIDE FILM PRESENTER

ELMO's new 1.5 Mega Pixel Progressive-Scan
TRS-3500SX is for professional presentation of 35mm slide film with
SXGA (1280 x 1024) resolution.

Best RGB output machine for fine slide film images.
Accepts standard 80 slide tray.

® 1/2" approx. 1,500,000 pixels Progressive-Scan CCD camera built-in  ® Supplied wireless remote control and mouse
® True SXGA (1280 x 1024) resolution plus NTSC/PAL video output ® Digital interface USB and RS-232C ports
® Analog RGB (SXGA-75Hz) output for Data Projector or RGB monitor @ Supplied data link software "ImageMate
® 2 5x optical zoom plus digital magnification. Auto-Focus and Auto-lris ~ for TRS-3500SX"
® Memory built-in for freeze, mirror, image rotation/magnification, ® On-screen Icons and OSD setting
scroll, etc. ® 7.5fps image transfer
® Four color video pointer, Nega-posi conversion and other
convenient functions

NATIONAL
ACCREDITATION
OF CERTIFICATION
BODIES

This product is manufactured at

the 1SO9002 certified factory of E LMD
ELMO CO., LTD. . o «
Q01006 Visualizing technology since 1921



HIGH RESOLUTION SLIDE FILM PRESENTER TRS-3500S X

SPECIFICATIONS PROFILE
Power source AC120V 60Hz All dimensions in mm (inches)
Power consumption 0.85A (102W)
Film 35mm slide film (2x2" mount slide)
| Film capacity 80 slides
| Film loading Standard circular tray = o
Slide transport Forward and reverse. Remote control possible. L= E
Zooming 2.5x powered
Focusing Powered (manual/one push AF) oo @ om Bm ©
Iris Powered (manual/auto)
Light source 12V-8W Lamp
Output signal Analog RGB 1280x1024(SXGA) @75Hz 141(5.6")
Frame rate 7.5 frame/sec.
Image pick-up element | 1/2" progressive scan CCD - a .
Total picture element | 1434(H)x1050(V) 4 F b4
Effective picture element | 1280(H)x1024(V) i
Resolution Moe than 720(H)x720(H) TV lines (RGB output) 8 9 e
More than 350(H) TV lines (Video output) =
Sync. System Internal o
| White balance Full auto/one push/manual
| Gamma correction ON/OFF
| Composite-video output | NTSC/PAL conformable d
S-video output NTSC/PAL conformable e o
| Analog RGB output DSUB 15 Pin connector (75Q unbalanced) 5 L
| Composite-video output | RCA Pin jack (75Q unbalanced) 0.5
| S-video output Mini DIN 4 Pin connector (75Q unbalanced)
| Dimensions 420mm(W)x360(D)x141mm(H) (16.5"(W)x14.2"(D)x5.6"(H))
Weight 12.5kgs (28 Ibs)
RGB cable Supplied
USB cable Supplied —
PC link software Supplied (Image Mate for TRS-35SX/3500SX) 420(16.5")
Mouse Supplied
IR remote control Supplied
Option 5" TFT LCD monitor (LM-5011N), Monitor bracket (MS-201)

Note

Weight and dimensions are approximate.
Design and specfications are subject to change without prior notice.

—Other ELMOs to give your presentations amazing diversity!

High Resolution Visual Presenter, HV-7000SX LCD Data Projector, EDP-X20
SXGA resolution of 1/2" 1,500,000 pixels CCD True XGA (1024 x 768) plus compressed SXGA resolution
6-14, Meizen-cho, Mizuho-ku, Distributed by

Fr10 ELMO CO., LTD. i

E-Mail:foreign-div@elmo.co.jp
Additional technical information is available from any of the following subsidiary companies;

ELMO Mfg.Corp. ELMO Canada Mfg. Corp. ELMO (Europe) G.m.b.H.
1478 Old Country Road, 44 West Drive, Brampton, Neanderstr 18,
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