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! Pure Flat and Square Sc
! 520 TV line resolution 
! Front panel OSD contro
! Rugged metal cabinet 
! Auto termination with l
! Perfect for use with colo
! Full range 96~256V AC
! Under/Over Scan switch
 
The 15” & 21” flat screen c
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ELMO 15” & 21” Flat Screen Color Monitors 
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                                    ECM-1502FX     ECM-2102FX  

Construction                Steel cabinet with plastic front panel        X       X                . 
Finish                 Black matte texture coat finish         X       X     
Dimensions                 362 x 342 x 320 mm          X      . 
Picture Tube Dimensions 15” (36cm)           X 
   21” (53cm)            X 
Weight (per unit)  N.W./G.W.: 14kg/ 15kg          X      . 
   N.W./G.W.: 25.5kg/ 26.5kg          X         . 
Master Carton                1 pc/ctn            X       X 
OSD Control  Power switch ON/OFF rocker switch        X       X         . 
   COLOR/ CONTRAST/ BRIGHTNESS/ TINT       . 
   VOLUME/ LANGUAGE/ UNDER SCAN                     . 
Input Voltage  96~256V AC EIA & CCIR 50Hz/ 60Hz       X       X 
   50Hz/60Hz 
Power Consumption 63 W            X      . 
   75 W             X         . 
Input Signal  0.5 to 2.0 Vp-p composite video         X       X 
   Y: 1.0 Vp-p           X       X 
   C: 0.7 Vp-p           X                         X 
Input Impedance  75 ohms or higher (switchable)        X       X          . 
Subcarrier  3.579545 Mhz            X 
Frequency  4.433618 Mhz            X          . 
  Horizontal  500Hz             X          . 
  Vertical  50Hz             X          . 
Bandwidth  8Mhz           X       X 
Video Gain  30 dB           X       X          . 
Resolution 
  Horizontal  520 lines          X       X 
  Vertical  480 lines          X       X 
Comb Filter  Internal             X          . 
Linearity 
  Horizontal  10% maximum           X                     X 
  Vertical  8%            X        X 
Operation System               . 
  NTSC   525 lines, 60 fields/sec          X       X          . 
  PAL   625 lines, 50 fields/sec          X       X          . 
Connections 
  Video (In/ Out)  BNC x 4            X       X 
  Y/C (Input/ Output) 4 pin din connector x2          X          X 
High Voltage  25k V  1.5k V            X          . 
Convergence  less than 0.1mm            X 
Pattern Resolution              . 
  Center   520 lines            X          . 
  Corner   480 lines            X          . 
With Audio Monitor  
  Audio (In/ Out)  RCA Jack x 4           X       X 
  Audio Input Signal 300~500m Vp-p           X       X       
   10 ~ 150m Vp-p            X 
  Audio Amplifier  1W/ 8 ohm (Incl. a speaker)         X       X 
Operation Temperature -10 to 50°C (14 to 122°F)          X       X          . 
Storage Temperature -20 to 70°C (-4 to 158°F)          X       X 
   (30-90%RH) 
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