
 

 

 
 
 

ELMO Color Monitors  
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FEATURES  
 

! Convenient front panel controls 
! Heavy-duty metal cabinet 
! Looping Video and input/output 
! Compatible 96~256V AC 50Hz/60Hz 
! Dual system NTSC / PAL auto detect 
! With standard audio function 
 
The 10”, 14” & 21” color monitors are suitable for security, medical,  
and industrial applications where clear, high quality images and proven 
system reliability are required. 
 
 



 

 

ELMO 10”, 14” & 21” Color Monitors 
  

 
 
 
 

ELMO Mfg. Corp.   ELMO Canada Mfg. Corp. 
1478 Old Country Road   44 West Drive, Brampton, 
Plainview, New York, 11803   Ontario, L6T 3T6, Canada 
Tel. 516.501.1400   Tel. 905-453-7880 
 Fax. 516.501.0429   Fax. 905-453-2391  
 www.elmousa.com                                 www.elmocanada.com 

                    
                   ECM-1002X   ECM-1402X   ECM-1402HX   ECM-2102X 

Construction     Steel cabinet with plastic front panel       X   X                      X                        X       . 
Finish      Black matte texture coat finish        X   X                 X           X 
Dimensions     262 x 238 x 291.5 mm         X   
                                375.5 x 362 x 321 mm                                                              X             X 
     501.2 x 490 x 453 mm                  X 
Picture Tube    10” (25cm)          X 
Dimensions             14” (36 cm)       X             X 

     21” (53cm)                   X 
Weight (per unit)     N.W./G.W.: 8.5kg/ 9.2kg        X       
      N.W./G.W.: 14kg/ 15kg       X                      X 
                                 N.W./G.W.: 25.5kg/ 26.5kg                 X 
Master Carton     2 pc/ctn          X   
      1 pc/ctn       X                      X                       X 
OSD Control     Power switch ON/OFF:Rocker switch       X              X 
                                                                     :Push button                               X     .                X 
      Color/ Contrast/ Brightness/ Tint        X   X             X   .          X 
      VOLUME:Rotary control        X  
          :Tact switch      X                      X .          X 
Input Voltage     96~256V AC 50Hz/ 60Hz              X   X             X              X 
Power      55 W           X                                
Consumption           57 W .                                                                                       X                       X 
                   75 W                            X 
Input Signal     0.5 to 2.0 Vp-p composite video        X   X                       X          X 
      Y: 1.0 Vp-p 
      C: 0.7 Vp-p 
Input Impedance     75 ohms or higher (switchable)       X   X                       X          X 
Bandwidth     8Mhz          X   X                       X          X 
Video Gain     30 dB          X   X          .            X          X 
Resolution 
  Horizontal     350 lines         X 
      520 lines       X            X 
      600 lines                   X 
  Vertical     330 lines         X 
      500 lines       X            X 
      560 lines                   X 
Linearity 
  Horizontal     10% maximum          X                X             X          X 
  Vertical     8%           X   X                       X          X 
Operation System                
  NTSC      525 lines, 60 fields/sec         X   X                      X                       X 
  PAL      625 lines, 50 fields/sec         X   X                      X                       X 
Connections 
  Video (In/ Out)     BNC x 2          X   X             X 
                                 BNC x 4                  X 
With Audio Monitor     
  Audio (In/ Out)     RCA Jack x 2          X  
      RCA Jack x 4                  X   
                                 AV Jack x 2 looping                    X             X 
  Audio Input      300~500m Vp-p         X   X                 X          X 
Audio Amplifier    1W/ 8 ohm (Incl. a speaker)           X   X             X          X 
Operation Temp.     -10 to 50°C (14 to 122°F)        X   X          .            X          X 
 Storage Temp.     -20 to 70°C (-4 to 158°F)        X   X                       X          X 
      (30-90%RH) 
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